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Complete Floors 
Australia Parquetry  
Specifications

 
PRE-FINISH COLOUR

 
RAW

Species Oak Oak

Pattern Herringbone or Chevron Herringbone or Chevron

Coating UV Cured 6 Coat 
Klumpp System RAW (uncoated)

Edge Profile Micro Bevel (ends and sides) Fine Sand, Square Edge 
(ends and sides)

Surface Light Brushed Texture Smooth Lightly Sanded

Grade Character Character

Finish Ultra Matte RAW (uncoated)

Locking System Tongue & Groove 
(ends and sides)

Tongue & Groove 
(ends and sides)

Size 150mm x 14mm 150mm x 14mm

Wear Layer 3mm Lamella 3mm Lamella

Length 750mm 750mm

Packaging 20 pieces per box 20 pieces per box

Herringbone

Chevron

Natural Clear* Western* Blonde Mink Hazel RAW (Uncoated)

Patterns

Create a striking custom showpiece from the floor up

Colours

Complete Floors Australia’s French Oak Parquet is available in two patterns: Herringbone 
and Chevron. Each block is carefully constructed using a French Oak lamella for the wear 
layer which is bonded to a strong Eucalyptus plywood core and reinforced with a veneer 
backing. This type of construction ensures product stability and quality assurance.

Five traditional and timeless prefinished stain colours are available and an unfinished, 
uncoated RAW surface option. RAW is the ideal selection to achieve a custom design vision, 
with limitless choices of stains and finishes to reflect one’s personal taste or style.

“Installing Complete Floors Australia’s Parquetry requires a high level of skill and Complete Floors Australia 
recommends only qualified tradespeople with the relevant skill levels undertake the installation.”

*only available in Herringbone


